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We have various 
materials. 

Download here.
http://www.ccs-grp.com/dl/

PDF
Drawings

DXF
Drawings 3D CAD Product FliersInstruction 

Guides
Imaging 
Samples Data Sheets

Examples of 
Custom Ordered 
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g Dome Lights
HPD series Use a search engine.

CCS HPD
You can also use 

your smartphone 

or cell phone.

Refer to our website for product details.

Search

HPD-100RD

HPD-150SW

HPD-250BL HPD-400RD

Provides diffused light evenly through  
WKH�GRPH�VKDSHG�UHÀHFWLYH�SDQHO

Applications

,W�LV�GLI¿FXOW�WR�LOOXPLQDWH�WKH�
whole thing evenly to form an 
image of the exterior.

It is possible to illuminate the 
whole thing evenly to form an 
image of the exterior.

Characteristics
Light from the surface-mounted LEDs is reflected inside the dome-shaped reflective panel. 
The diffused light from the wide uniform region is illuminated onto the workpiece surface evenly.

([DPSOH�FRQ¿JXUDWLRQ
(HPD-150)

We accept custom orders.
Please feel free to inquire.

• Change to format 
• Increase brightness
• Change to wavelength, etc.

LED Flat Light HPD-150RD

Workpiece: Metal parts

,PDJLQJ�H[DPSOH��([WHULRU�
LPDJLQJ�IRU�PHWDO�SDUWV

LED

Reflective panel

Workpiece

Camera

HPD-100SW

LWD=30 mm
10 mm 10 mm 10 mm

LWD=10 mm LWD=20 mm
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*1: Irradiance on the optical axis
*2: Illuminating distance from the Light Unit to the workpiece

Uniformity graph (Relative irradiance)

Inspection for visual/text/color determination on glossy surfaces, curved surfaces, or uneven surfaces, inspection for engraving/
GDPDJH�VWDLQV�RQ�VWDLQ�¿QLVKLQJ��YLVXDO�LQVSHFWLRQ�IRU�PHWDO�ZLWK�KDLUOLQH�¿QLVKLQJ��DQG�LQVSHFWLRQ�IRU�SDUWV�RQ�FLUFXLW�ERDUGV��HWF�

'DWD��5HODWLYH�LUUDGLDQFH�JUDSK�8QLIRUPLW\�JUDSK�(Representative example)

* The graph included is for reference only and does not guarantee the quality of this product.

Relative irradiance graph  
(LWD Characteristics)

*1

*2

The Dome Light HPD series is scheduled to be discontinued on December 31, 2015.
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You can inquire using 
our website.

Inquire on our website here.
http://www.ccs-grp.com/contact/

Requests for 
a Catalog

Requests for 
Estimates

Product 
Inquiries

Other 
Inquiries

Requests for 
Light Unit 
Selection

Requests 
for Loan 
Products
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Model name LED color Power 
consumption

Peak wavelength/
correlated color 

temperature
Options Recommended 

Control Units Weight

HPD-100RD Red 24 V / 9.0 W 625 nm

- 160 gHPD-100SW White
24 V / 14 W

5,500 K

HPD-100BL Blue 470 nm

HPD-150RD Red  24 V / 16 W 625 nm

- 285 gHPD-150SW White
 24 V / 20 W

5,500 K

HPD-150BL Blue 470 nm

HPD-250RD Red 24 V / 25 W 625 nm

- 650 gHPD-250SW White
24 V / 37 W

5,500 K

HPD-250BL Blue 470 nm

HPD-400RD Red 24 V / 25 W 625 nm

- 1,300 gHPD-400SW White
24 V / 41 W

5,500 K

HPD-400BL Blue 470 nm

PD3

PSB

PD3

PSB*

*Can only use red.

PD3

PSB*

*Can only use red.
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4-M4 (Tapped perforation)
(For installation)
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(For installation)
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4-M4 (Tapped perforation)
(For installation)
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0

Ø412

4-M6 (Tapped perforation)
(For installation)

45 °

300

Dimensions (mm)

HPD-100RD/SW/BL

HPD-250RD/SW/BL

HPD-150RD/SW/BL

HPR-400RD/SW/BL

PD3

PSB
*Can only use red.

CC-ST-1024*

* Please inquire if you would like to use in combination with a Strobe Control Unit 
(overdrive type). Control Unit Selection Guide Control Unit PageP.181 P.185Extension Cables P.222

Options

ź  P.215

Examples of Custom 
Ordered Products

ź  P.223

Control Unit Selection 
Guide

ź  P.181

Control Unit Product 
Page

ź  P.185

Technical Guide

ź  P.229

Regulations, Etc.

ź  P.241

LED properties

Light spectrum

Be sure to read the "Instruction Guide" included with the product before use and observe cautionary information.
The data included is for reference only and does not guarantee the quality of this product.

LED properties
If using a sharp-cut filter,

please use the R60 (option).

For details about the sharp-cut filter,

refer to P.215.
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You can change the connectors of the Light Unit cable. Choose between M12 connectors and flying leads. Refer to P.125 for details.

The Dome Light HPD series is scheduled to be discontinued on December 31, 2015.


